


Star - LEDsStar - LEDs

EM 03/2007 - 03 -

5

5 -  Power supply for LED  &  Power LED  

 Pag. 05/cap.5

 Pag. 06/cap.5

 Pag. 07/cap.5

 Pag. 09/cap.5
 Pag. 08/cap.5

 Pag. 10/cap.5

 Pag. 11/cap.5 

 Pag. 12/cap.5 
 Pag. 13/cap.5 

 Pag. 14/cap.5  

 Pag. 15/cap.5        

 Pag. 16/cap.5  

 Pag. 17/cap.5 
 Pag. 18/cap.5  

 Pag. 19/cap.5        

 Pag. 20/cap.5  

 Pag. 21/cap.5

 Pag. 22/cap.5

 Pag. 23/cap.5

 •    PVC-180-000/PVC-240-000/PVC-290-000

 •    FAR-25W1W-000/FAR-30W1W-001 
 •    FAR-40W1W-002/ELEN60GB001-0
      ELEN90GP002-0
 

 •    FAR-129W1WL-004/FAR-129W1WL-005     

 •    FAR-50W1W-003     

 •    FAR-129W1WL-006         

 •    TAP-2517-000/TAP-2517-001/TAP-2517-002
 
 •    TAP-2513-003/TUB-2522-000 
 •    STAF-25-000/DIS-10X10-000 

 •    TAP-6850-004/TAP-6850-005/STAF-675-001
 
 •    DIS-30X22-001/TUB-6863-001        
 •    ECLEN10G27O-0/ECLEN4G27L-0
      ECLEN4X25G27E-0
 •    PL-25X31-000
 •    PL-17X22-001/DIS-30X25-002 

 •    TAP-7115-006/TAP-7115-007/TAP-7115-008

 •    DIS-1908-003/DIS-3215-004/DIS-5222-005

 •    PRO-20X16-000/PRO-19X13-001
      PRO-260X105-002/PRO-155X305-003
      PRO-136OP-004/PRO-136TR-005
      PRO-136LE-006
      •    TAP-190X125-007/TAP-190X125-008
      TAP-190X160-009/TAP-190X160-010
      TAP-250X105-011/TAP-300X155-012
      •    PRO-25X9-007/PRO-40X55-008
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5.0 Special Products

Tolerances on diagram dimensions  ±0.2 mm

Sez A-A A-A

Transparent PVC protection

Technical data:
- Operating temperature: -25 +60 °C
- UV-ray protection for outdoor application
- Anti-flame

1
3

.5
 m

m

1
8

 m
m

4 mm

8 mm

Cod. PVC-180-000

Sez A-A
A-A

Transparent PVC protection

Technical data:
- Operating temperature: -25 +60 °C
- UV-ray protection for outdoor application
- Anti-flame
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5 mm

9 mm

Tolerances on diagram dimensions  ±0.2 mm

Cod. PVC-290-000

Sez A-A
A-A

Transparent PVC protection

Technical data:
- Operating temperature: -25 +60 °C
- UV-ray protection for outdoor application
- Anti-flame
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3 mm

9 mm

Tolerances on diagram dimensions  ±0.2 mm

Cod. PVC-240-000
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13.4 mm

2.5 mm Ø 20 mmØ 25 mm

Ø 10 mm

Front view
Back viewSide view

Tolerances on diagram dimensions ±0.2 mm

Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Luminous
fluxCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-25W1W-000

 
White 1 1 W x LED

 
350 mA 60 cd/m²

 
-5 +50 °C -10 +70 °C

  
16 g

 
Ø 25x13.4

 
Golden Dragon

 FAR-25R1W-000
 

Red 1 1 W x LED
 

350 mA 60 cd/m²
 

-5 +50 °C -10 +70 °C
 

16 g
 

Ø 25x13.4
 

Golden Dragon
 
 

FAR-25G1W-000
 

Green 1 1 W x LED
 

350 mA 60 cd/m²
 

-5 +50 °C -10 +70 °C
  

16 g
 

Ø 25x13.4
 

Golden Dragon
 
 

FAR-25B1W-000
 

Blue 1 1 W x LED
 

350 mA 60 cd/m²
 

-5 +50 °C -10 +70 °C
 

16 g
 

Ø 25x13.4
 

Golden Dragon
 
 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Luminous
fluxCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-30W1W-001 White 1 1 W x LED

 
350 mA 40 cd/m²

 
-5 +50 °C -10 +70 °C

  
16 g

 
Ø 30x13.5

 
Golden Dragon

 
 

FAR-30R1W-001 Red 1 1 W x LED
 

350 mA 40 cd/m²
 

-5 +50 °C -10 +70 °C
 

16 g
 

Ø 30x13.5
 

Golden Dragon
 
 

FAR-30G1W-001 Green 1 1 W x LED
 

350 mA 40 cd/m²
 

-5 +50 °C -10 +70 °C
 

16 g
 

Ø 30x13.5
 

Golden Dragon
 
 

FAR-30B1W-001 Blue 1 1 W x LED
 

350 mA 40 cd/m²
 

-5 +50°C -10 +70°C
 

16 g
 

Ø 30x13.5
 

Golden Dragon
 
 

Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

 

 

Tolerances on diagram dimensions  ±0.2 mm

Angolo di
emissione

13.5 mm

3 mm Ø 58 mm

Front view Back viewSide view

Ø 30 mm

Ø 10 mm
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Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Emission 
angleCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-40W1W-002 White 1 1 W x LED

 
350 mA 120°

 
-5 +50 °C -10 +70 °C

 
100 g

 
Ø 40x32

 
Golden Dragon

 
 

Red 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 40x32
 

Golden Dragon
 
 

Green 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 40x32
 

Golden Dragon
 
 

Blue 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 40x32
 

Golden Dragon
 
 

FAR-40R1W-002

FAR-40G1W-002

FAR-40B1W-002

FAR-40RGB1W-002 RGB 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 40x32
 

Golden Dragon
 
 

Tolerances on diagram dimensions  ±0.2 mm

Side view

Angolo di
emissione

60 mm

2.5 mm

P
G

7

90° lens60° lens

Cod.ELEN60GB001-0 Cod.ELEN90GP002-0

Polished stainless steel 316

Transparent glass/Frosted glass                                                                   60°/90° lens

Natural anodised aluminium

Transparent glass/Frosted glass                                                                   60°/90° lens

Front view

40 mm

32 mm
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Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Emission 
angleCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-50W1W-003 White 1 1 W x LED

 
350 mA 120°

 
-5 +50 °C -10 +70 °C

  
100 g

 
Ø 50X30

 
Golden Dragon

 
 

FAR-50R1W-003 Red 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
  

100 g
 

Ø 50X30
 

Golden Dragon
 
 

FAR-50G1W-003 Green 1 1 W x LED
  

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 50X30
 

Golden Dragon
 
 

FAR-50B1W-003 Blue 1 1 W x LED
  

350 mA 120°
 

-5 +50 °C -10 +70 °C
  

100 g
 

Ø 50X30
 

Golden Dragon
 
 

FAR-50RGB1W-003 RGB 1 1 W x LED
 

350 mA 120°
 

-5 +50 °C -10 +70 °C
 

100 g
 

Ø 50X30
 

Golden Dragon
 
 

Tolerances on diagram dimensions  ±0.2 mm

Front view

50 mm

30 mm Side view

2 mm

34.5 mm
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Glass lenses

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Luminous 
fluxCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-129W1WL-005 White 18 1 W x LED

 
1.05 mA 720 cd/m²

 
-5 +50 °C -10 +70 °C

 
---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129R1WL-005 Red 18 1 W x LED
 

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129G1WL-005 Green 18 1 W x LED
  

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129B1WL-005 Blue 18 1 W x LED
 

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

 

 

Plastic lenses

Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Luminous 
fluxCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-129W1WL-004

 
White 18 1 W x LED

  
1.05 mA 720 cd/m²

 
-5 +50 °C -10 +70 °C

  

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129R1WL-004
 

Red 18 1 W x LED
 

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
  

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129G1WL-004
 

Green 18 1 W x LED
 

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129B1WL-004
 

Blue 18 1 W x LED
 

1.05 mA 720 cd/m²
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

Ø 129 mm

Front view

56 mm
28 mm

Side view

Tolerances on diagram dimensions  ±0.2 mm

Tolerances on diagram dimensions  ±0.2 mm

Ø 129 mm

Front view

56 mm
28 mm

Side view
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Indoor 1 W LED spotlight. Material: anodised aluminium.

 

 

LED 
colour

N.
LEDs

LED 
model

Operating 
temperature

Storage
temperature

Dimensions 
(mm)

Luminous 
fluxCod.

 
 

W
 
 

mA
 
 

Weight
 
 FAR-129W1WL-006

 
White 9 1 W x LED

 
0.7 mA x3 ---

 
-5 +50 °C -10 +70 °C

  

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129R1WL-006
 

Red 9 1 W x LED
 

0.7 mA x3 ---
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129G1WL-006
 

Green 9 1 W x LED
 

0.7 mA x3 ---
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

FAR-129B1WL-006
 

Blue 9 1 W x LED
 

0.7 mA x3 ---
 

-5 +50 °C -10 +70 °C
 

---
 

Ø 129x56
 

Golden Dragon
 
 

Front view

56 mm

28 mm Ø 129 mm

Side view

Tolerances on diagram dimensions  ±0.2 mm
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Cod. TAP-2517-000

Tolerances on diagram dimensions  ±0.2 mm

Ø 25 mmØ 17 mm

Sez.
A-A

Side view Front view

48 mm

20 mm

Sez.
A-A

Tolerances on diagram dimensions  ±0.2 mm

Ø 25 mmØ 17 mm

Sez.
A-A

Side view Front view

Cod: TAP-2517-002

Tolerances on diagram dimensions  ±0.2 mm

Cod: TAP-2517-001

Ø 25 mmØ 17 mm

Sez.
A-A

Side view Front view

20 mm

20 mm

48 mm

48 mm
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Cod. TAP-2513-003

Cod.: TUB-2522-000

Tolerances on diagram dimensions  ±0.2 mm

Ø 25 mmØ 17 mm

Sez.
A-A

38 mm

20 mm

Sez.
A-A

Side view Front view

Tolerances on diagram dimensions  ±0.2 mm

Ø 25 mmØ 22 mm

Sez.
A-A

Side view

***

Front view
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Cod. STAF-25-000

Cod.: DIS-10X10-000

Tolerances on diagram dimensions ±0.2 mm

Side view Front view

Tolerances on diagram dimensions ±0.2 mm

Sez.
A-A

Side view

*** 10 mm

6 mm

Front view
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Cod. TAP-6850-004

Tolerances on diagram dimensions ±0.2 mm

Ø 68 mmØ 50 mm

Side view Front view

9.7 mm

29.5 mm

Sez.
A-A

Sez.
A-A

Cod.: TAP-6850-005

Tolerances on diagram dimensions ±0.2 mm

Ø 68  mmØ 50 mm

Side view Front view

9.7 mm

31.7 mm

Sez.
A-A

Sez.
A-A

Cod: STAF-675-001

Tolerances on diagram dimensions ±0.2 mm

Side view Front view

40 mm 67.5 mm

8
5

 m
m
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Tolerances on diagram dimensions ±0.2 mm

Cod.: TUB-6863-001

Ø 68 mmØ 63 mm

Sez.
A-A

Side view

***

Front view

Tolerances on diagram dimensions ±0.2 mm

Side view

*** 30 mm

2
2

 m
m

Front view

Cod. DIS-30X22-001
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Tolerances on diagram dimensions  ±0.2 mm

14 mm
Ø 26.5 mm

Ø 8 mm

Cod: ECLEN4G27L-0 (4°)

Cod. ECLEN10G27O-0 (10°)

Tolerances on diagram dimensions  ±0.2 mm

14 mm
Ø 26.5 mm

Ø 8 mm

Cod.: ECLEN4X25G27E-0 (4X25°)

Tolerances on diagram dimensions  ±0.2 mm

14 mm
Ø 26.5 mm

Ø 8 mm
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Tolerances on diagram dimensions ±0.2 mm

Top view

3
1

 m
m

Front view

*** 25 mm

Cod. PL-25X31-000
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5.0 Special Products

Cod. PL-17X22-001

Tolerances on diagram dimensions ±0.2 mm

Top view

17.5 mm

2
2

 m
m

Front view

***

Cod.: DIS-30X25-002

Tolerances on diagram dimensions ±0.2 mm

Top view

3
0

 m
m

Front view

*** 25 mm
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Cod.: TAP-7115-007
 

Cod.: TAP-7115-008
 

Cod. TAP-7115-006

Tolerances on diagram dimensions ±0.2 mm

Front view

Sez.
A-A Ø 71 mm

Side  viewSez. A-A

15 mm

Tolerances on diagram dimensions ±0.2 mm

Front view

Sez.
A-A Ø 71 mm

Side  viewSez. A-A

15 mm

Tolerances on diagram dimensions ±0.2 mm

Front view

Sez.
A-A Ø 71 mm

Ø 69.5 mm

Ø 62 mm

Side  viewSez. A-A

9 mm
15 mm
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Cod. DIS-1908-003

Tolerances on diagram dimensions ±0.2 mm

19 m
m

4 mm

120°

Ø 8 mm

Top viewSide view

Cod.:  DIS-3215-004

Cod.:  DIS-5222-005

Tolerances on diagram dimensions ±0.2 mm

32.3 mm

Ø 15.1 mm

Top view Side view

Tolerances on diagram dimensions ±0.2 mm

52 mm

Top view Side view

Ø 22 mm
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Cod.: PRO-155X305-003 

Tolerances on diagram dimensions  ±0.2 mm

15.5 mm
13 mm

3
0

.5
 m

m
2

8
 m

m

1
.5

 m
m

Tolerances on diagram dimensions ±0.2 mm

Cod.: PRO-20X16-000 (round)

20 mm
16 mm

1
6

 m
m

4
 m

m

Cod.: PRO-19X13-001 (rectangular)

Tolerances on diagram dimensions ±0.2 mm

19 mm

15.5 mm

1
3

 m
m

4
 m

m

Tolerances on diagram dimensions ±0.2 mm

Cod.: PRO-26X105-002 
26 mm

21 mm

1
0

.5
 m

m

5
.5

 m
m

40°

Opal polycarbonate : Cod.PRO-136OP-004

Trasparent polycarbonate : Cod.PRO-136TR-005

PRO-136LE-006Lenticular polycarbonate : Cod.
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5.0 Special Products

Tolerances on diagram dimensions ±0.2 mm

Cod.: TAP-190X160-009 

1
6

 m
m

17 mm

19 mm

2.5 mm

Side viewFront view

Cod.: TAP-190X160-010 

Cod.: TAP-255X105-011 

Cod.: TAP-300X155-012 

Tolerances on diagram dimensions ±0.2 mm

Tolerances on diagram dimensions ±0.2 mm

Tolerances on diagram dimensions ±0.2 mm

1
6

 m
m

17 mm

19 mm
2.5 mm

Side viewFront view

Cod.: TAP-190X125-008

Tolerances on diagram dimensions ±0.2 mm

19 mm

1
2

.5
 m

m

2.5 mm

Side viewFront view

Tolerances on diagram dimensions ±0.2 mm

Cod.: TAP-190X125-007 

19 mm

1
2

.5
 m

m

2.5 mm

Side viewFront view

2.5 mm

Side viewFront view

1
0

.5
 m

m

25.5 mm

Front view

1
5

.5
 m

m

1
3

 m
m

30 mm

22.5 mm 2.5 mm

Side view
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5.0 Special products

Tolerances on diagram dimensions ±0.2 mm

Cod.: 

Cod.: 

PRO-25X9-007 

PRO-40x55-008 

25 mm

40 mm

37.5 mm

21 mm

9
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5
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3
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 m
m
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